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Do  not  assume  content  reflects  current 
scientific  knowledge,  policies,  or  practices. 
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Repair  of  Uater  Tov;cr  | 

For  ' 

TToathor  Biorori.u 

Stcatos  Dcpartiiiont  of  Agriculture 
lit.  Feather,  Fa, 


0.  8,  ef  Aeriottltiire 


These  specifications  arc  intended  to  provide  for  the  furnishing 
of  all  materials,  labor,  equiument  cud  trans'oortation  necessary  to  re¬ 
place  the  uooden  platform  on  top  of  a  d-0  foot  high  steel  uater  torrer, 
paint  the  structure,  as  described  hereafter,  tighten  the  hoops  of  the 
tank,  reset  the  platform  handr  11,  repair  water  supply  pipe  connection 
to  ta.nlr,  and  to  make  such  other  minor  repairs  as  may  be  found  necessary. 

The  steel  tower  has  four  legs  made  up  of  four  $"x3'’  angles 
alDout  1-0  feet  long,  five  horizontal  struts  on  each  side,  made  up  of 
four  2"e:2''  angles,  and  S/l"  round  cross  tie  rods  between  the  struts  on 
each  side,  a  ladder,  and  a  pipe  handrail  around  the  platform.  The 
above  indicates  the  appro;d.mate  amount  of  structural  steel  to  be 
painted.  The  tank  is  11  feet  in  diameter  and  14  feet  high  of  wooden 
staves,  bonnd  with  iron  hoops,  and  covered  with  a  metal  roof;  the  tanli, 
hoops  and  roof  are  to  be  painted  and  the  hoops  tightened. 

The  present  platform  consists  of:  two,  3  ply  4"nl2''::18 '  girders 
bolted  to  legs  of  tower;  siicteen  3"kl2'k-cl8*  joists;  platform  of  2"::12" 
pi anks( octagon  shaped)  18  feet  between  parallel  sides  (or  short  diameter) 
sin  pieces  1  l/8"  x  12"  fomiing  apron  around  the  perimeter  of  the  plat¬ 
form. 

The  necessity  of  demounting  the  water  tanli  during  repairs  shall 
be  determined  by  the  bidder  and  indicated  in  his  proposal. 

All  timber  for  t^e  platform  slmll  be  of  sizes  indicated,  surfaced 
1  sides,  of  sound  pieces,  free  from  loose  knots,  bark  or  other  struc¬ 
tural  defects.  Southern  yellow  pine  creosoted  by  a  commercial  va.cuum 
process,  under  20  pounds  pressure,  or  cjrpress  shall  be  used.  The 
various  timbers  shall  be  located  in  the  same  relative  position  as  those 
they  replane.  C-irders  shall  be  securely  bolted  to  the  top  of  the  tower 
legs,  while  joists  and  platform  shall  be  securely  spiked. 

The  iron  hoops  on  the  tanli  sliall  be  reset  and  tightened  and  the 
connection  of  the  water  supply  pipe  with  the  tank  shall  be  made  water¬ 
tight  with  gaskets.  The  tanlc  shadl  be  anchored  to  the  plakform  as  at 
present . 
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Tlic  roof  of  file  tank  shall  he  given  one  coat  of  red  lead  and 
linseed  oil  and  tvro  coats  of  metallic  hronn  and  linseed  oil$  the 
hoops  and  all  other  metal  snrfaces  shall  he  given  a  coat  of  redlead 
and  linseed  oil  and  tno  coats  of  oil  paint  consisting  of  70  per  cent 
nhite  Ica.d  and  30  per  cunt  zinc  nhite  tinted  as  directed  hy  the 
Govermnent' s  representative.  The  wooden  tank  tuid  plakform  timhcrs, 
if  of  cjrpress  shaJl  have  3  coats  of  the  sanie  lead,  zinc  and  oil  paint. 
Sufficient  time  shall  ho  allowed  hetwoen  successive  coats  to  pemit 
the  paint  to  dry.  ITo  painting  shadl  he  done  in  wet  or  freezing 
woo.thcr  nor  on  damp  surfaces. 

The  contractor  slnall  remove  all  equipment  and  dohris  promptly 
upon  completion  of  the  contract  o.nd  shell  lea,vc  the  premises  in  the 
same  condition  as  at  present. 


